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Abstract

The objective of the composite load spectra project is to develop probabilistic methods

and igeneric load models capable of simulating the load spectra that are induced in space pro-
pulslon system components. Four engine component types (the transfer ducts, the turoine
blades, the liquid oxygen posts and the turbopump oxidizer discharge duct) were selected as
representative hardware examples. The composite load spectra that simulate the probabilis-
tic loads for these components are typically used as the input loads for a probabilistic structur-
al analysis.

The knowledge-based system approach used for the composite load spectra project pro-
vides an ideal environment for incremental development. The intelligent database paradigm

employed in developing the expert system provides a smooth coupling between the numerical
processing and the symbolic (reformation) processing. Large volumes of engine load infor-
mation and engineering data are stored in database format and managed by a database man-
agement system. Numerical procedures for probabilistic load simulation and database man-
agement functions are controlled by rule modules. Rules were hard-wired as decision trees
into rule modules to perform process control tasks. There are modules to retrieve load infor-
mation and models. There are modules to select loads and models to carry out quick load

calculations or make an input file for full duty-cycle time dependent load simulation. The
composite load spectra load expert system implemented today is capable of performing intel-
ligent rocket engine load spectra simulation. Further development of the expert system will
provide tutorial capability for users to learn from it.

I. Objective and Approach

The objective of the composite load spectra (CLS) program under the sponsorship of
NASA Lewm Research Center (LeRC) (Ref. 4) is to develop generic load models to simulate
loads that are induced in space propulston system components. Representative engine com-
ponents that are considered in the study are transfer ducts, turbine blades, liquid oxygen
(LOX) posts and engine system ducts. The simulated loads from the CLS load models are
being compared to available test results and other analysis results. These probabilistic loads
are needed in the probabilistic structural analyses for load effect and perturbation study. They
are used primarily as input loading for the probabilistic structural analysis methodology

(PSAM).

Current load analysis methodologies use deterministic models. Conservative bounding

techniques are appliedin load analyses and design. The design can be very conservative as a
result of superposltion of several individual bounding loads. In other cases there is insufficient
information available to define realistic bounding loads and their variations. Measurement of
loads and responses internal to hardware are very difficult due to a combination of high pres-

sures, tempe[atures, flowrates and pump speeds. The probabilistic method allows a rational

approach for .quantifying these uncertain loads. They can then be utilized for structural re-
sponse and rehability evaluations during the design phase. Probabilistic design analysis can
help to locate the problem areas and allow cost-effective trade-offs to reach design goals.
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Probabilistic load synthesisdemandssophisticatedmethodology and modeling. It re-
quires knowledgeof state-of-the-art spacepropulsion systemload analysisand calculation
tools. Theseanalysesand calculations involve intensivenumerical processing.The load syn-
thesisalso demandsknowledge on the engine model that determinespressures,tempera-
tures,and flowsand the load information. Managementof the load information becomesan
important issue.

The endproduct of the CLS.pro_gramis a systemthat canhelp engineersgenerateloads
on componentsfrom a set of primitive variables and their uncertainties basedon previous
historical information or expert opinion onexpectedvariations.The systemprovidesload in-
formation and data convementlyto the usersand providesexpertisein load evaluation.

Theseobjectivespoint to a knowledge-basedsystem(Ref. 3 and 9) approach that can
provide knowledgeof the spacepropulsion systemandcomponent loadsandprovide exper-
tise in probabilistic methodologyand load simulation. The knowledge-basedsystemshould
be acoupled systemfor symbolicand numeric processing,shouldbe able to managea large
volume of load information and data,shouldprovide easilyaccessibleinformation to users,
and needsto be user friendly so that nonexpertuserscan useand learn from it.

The knowledge-basedsystemapproachhasthe facilities to encompassthe knowledgeof
the spacepropulsion systemand its loads,the numerical databasesfor load parameters,and
load evaluation procedures.In addition, the knowledge-basedsystemenvaronmentallows
incrementaldevelopmentandmodularization of theknowledge.Modulesof knowledge(e.g.,
the load model, load data, or load calculation procedures)canbe implemented and readily
available to other modules.

The knowledge-basedsystembuilt for the CLS program is an intelligent databasesys-
tem.The engineload modelsand load information suchasthe load distribution parameters
(meanandcoefficient of variation, anddistribution type)arestored in databaseformat. Rule
modulesin decisiontree format areimplementedto provide intelligenceto the systemto per-
form consultation, data retrieval and preparation of data for load simulation evaluation.
Successfulimplementation of the basicsystemand experimentationwith it hasbeenaccom-
plishedin the last fewyears. It hasdemonstratedthat an intelligent databasesystemisoneof
the most appropriate approachesfor an engineeringknowledge-basedapph'cationsuchas
the CLS program.

Application of the CLS technology to synthesizecomponent loads for the four sample
componentshasbeencompleted.The componentloadsweregeneratedin theform of corre-
lation fields accountingfor the componentload variationscausedby theuncertaintiesof vari-
ousengineparametersandengineinlet operation conditions.Thecomponent loadsthusgen-
eratedwere utilized in theprobabilistic structural analysesof the turbine blade (Ref. 6), the
LOX post(Ref. 7), andhi_h-pressureducts(Ref. 1).Figures 1and2 depict theprocessesand
analysesthat are involvedm theprobabilistic structural analysisof theturbine blade.Figure 1
showsthe processof applyingthe CLS technologyto synthesizethe turbine blade loads.Fig-
ure2 showshow theseloadsareusedin the probabilistic structural analysisprocessusingthe
NESSUS(Nonlinear Evaluation of StochasticStructuresUnder Stress)code (Ref. 8).

II. Engine Load Model and Load Databases

A space propulsion system is sophisticated and complex. Major subsystems typically in-

clude the main injector and combustion chamber, the nozzle, the high-pressure turbopuml_s,
the low-pressure turbopumps, the ducts and pipings, and the control systems and valves. Fig-
ure 3 is a typical schematic showing these components. In the center are the main injectors,

the combustion chamber and the nozzle. On the left are the low-.pressure fuel turbopump
(LPFTP) and the high-pressure fuel turbopump (HPFTP) that are interconnected to the rest
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Figure 3. _ypical Engine Schematic

of the engine by a series of ducting. On the right are the low-pressure oxidizer turbopump

(LPOTP), the high-pressure oxidizer turbopump (HPOTP) and similar ducting.

The engine model implemented for the CLS is a numerical abstraction of the engine ac-
counting for load variations as caused by various engineparameters and inlet conditions. It is
a multilevel engine model as shown in Figure 4, which has been developed using a baseline
engine model. The multilevel engine model is composed of the engine system influence mod-
el and various component load models. The eng!ne system influence model is the foundation
of the multilevel engine model, which allows various component load models to be built on it.
The engine system model evaluates system performance variables and engine subsystem
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Figure 4. CLS Engine Model

operation loads (both types classified as system dependent loads) based on the engine operat-
ing power level, engine hardware and operating parameters (the engine hardware and operat-
ing parameters are classified as system independent loads). The component load models eval-
uate loads local to a component (classified as component loads) using the system loads as the
component boundary loads (subsystem interface operating loads). Details of this model are
reported in Reference 4.

The component load models are at the higher level of the multilevel engine model. The
engine influence model calculates system interface variables based on engine performance.
These system interface variables (e.g., turbine inlet pressure and temperature, and the turbine
speed) provide the operating condition loads for the component load models to evaluate the
component loads (e.g., the turbine blade nodal pressures and temperature, and the turbine
blade centrifugal force).

The component load models are developed using several techniques and algorithms de-
pending on the load type and the component. The general techniques include scaling and the

probabilistic influence method. Scaling models include direct scaling with the system-variable
(e.g., the simple case of the turbine centrifugal force which is directly proportional to the

square of the turbine speed) and the indirect scaling with a reference nodal load profile (e.g.,
those utilized in the turbine blade component pressure and temperature load models). The
scaling technique is also used in normalized power density spectra for the fluctuation pressure
loads and vibration loads. The probabilistic influence method is utilized in the component
!hermal load models. The probabilistic component load models retain the detailed determin-

lst_c analytical information inherent in the reference case analyses and yet provide a powerful
algorithm to analyze the variations on different engine performance and operating condi-
tions.

III. Probabilistic Methodology and Probabilistic Models

Probabilistic tools are required to generate the probabilistic engine loads (Ref. 5). The
probabilistic methods available in the CLS expert system are (1) the Gaussian moment meth-

od, (2) RASCAL (Ref. 3), and (3) Monte Carlo. The Gaussian moment method is a moment
propagation method which assumes that all of the load variables and engine parameters are
normally distributed. The method referred to as the Quick Look Model (QLM) provides a
fast, efficient method for determining the composite load distribution, if the basic variables'
distributions are not severely skewed. The RASCAL method is a variance of the Discrete
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Probability Distribution (DPD) method. Instead of combining all possible values, a Random
Sampling Condensation Algorithm (RASCAL) was developed to handle the combination of
random variables. The advantage of this method is that it is capable of handling standard dis-
tributional forms (e.g., normal, lognormal, Weibull, etc.) and nonstandard forms such as bi-
modal, and provides a range of levels for accuracy. This method can also be used to perform
importance sampling, which can be used to examine regions of concern for the composite

loads. Finally,, the Monte Carlo method is also available. The Monte Carlo method can gener-
ate distributions with high accuracy and can calculate confident limits to access the accuracy
of the predicted loads.

The engine loads experience three phases of operation during a mission: the engine start
transient, the steady-state operation and the cutott transient. The probabilistic tools required

for load simulation must include probabilistic models that can handle transient states. For
slowly varying loads, a quasi-steaay-state approximation is provided. For transient loads with

large fluctuation, the transient spike modeland spike arrival model are available. A rare
event model is also available to simulate a low probability event such as "pop, an internal
detonation caused by uneven burning. These probabilistic tools are available to be called
upon by the load calculation module or other rule modules for transient load synthesis.

IV. The Load Expert System: LDEXPT Version 3.0

The load expert system, LDEXPT version 3.0, was implemented on NASA LeRC's main-
frame computer. The structure of the system is shown in Figure 5. The load expert system has
a rule-based module (RBMS) and a knowledge-based module (KBMS). The rule-based
module has the user interface system SESUIM, which takes care of the user query and answer
functions. The rule-based driver controls the overall processing of running a user selected
rule module, performing a load calculation with the ANLOAD module, etc. The knowledge-
based module has a database system, a duty cycle data processing module and a file I/O mod-
ule. The database system manages the knowledge base and takes care of database functions
such as database retrieval and update. The file I/O module performs file input and output to
the operating system.

The Knowledge Base

The domain knowledge for the probabilistic engine load synthesis of a space propulsion
system consists of two main areas: the probabilistic methodology and modeling, and the rock-

et engine structural load information and evaluation. The probabilistic methods and calcula-
tion are implemented on the load expert system with the traditional algorithmic and proce-
dural codes. These coding routines are included in the load calculation module ANLOAD.
The load information and the load model information are implemented in the knowledge
base. The information of the knowledge base is utilized and processed by the rule modules.

PROBLEM TEXT FILERULE FILE J [

Figure 5.

LOAD DATABASE J

CLS Load Expert System
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The synergismof the two knowledgedomainsand the coupling of the symbolic and numeric
processing are brought about to shape a successful knowledge-based system for the CLS
project.

The knowledge base of the load expert system is managed by the database system. The

knowledge base has engine parameter information represented by their distribution parame-
ters and distribution types (Figure 6). Data on the 64 system independent parameters, 99 sys-
tem dependent parameters and numerous component loads are included. Their mean values,
coefficients of variation and distribution type are stored in the knowledge base in database
format. The influence coefficient set for the engine influence model also resides on the
knowledge base.

The knowledge base also includes the information on the component load models avail-
able for each space propulsion component implemented on the system. Figure 7 lists some of
the component load models implemented into the CLS knowledge base. The load dependen-

cy and scaling information of the component load models, the duty _cle data information,
and component geometry information, etc., are required and included m the knowledge base.
Much of the information is numerical. A rule-based system without a link to a database would

have a difficult time managing the knowledge base. A dump database system would also have
difficulty in handling the knowledge.

In addition to this, some of the knowledge includes the variations of the engine loads
categorized as engine-to-engine variation, test-to-test variation and time slice-to-time slice
(within a test) variation. The start transient event time line for a typical engine is delineated in
Figure 8 for the first 4 seconds of a mission. The timing and operation of these events are
critical in order to meet the stringent engine start transient thrust requirements. The best re-
presentation of the knowledge and how _t would fit into the existing knowledge base is a task
we are addressing at this time.

Independent Loads System Level
Dependent Loads

Component Level
Composite Loads

• Commanded power level

• Engine operating parameters

Mixture ratio

Fuel Inlet pressure &

temperature

Oxidizer Inlet pressure

& temperature

• Engine hardware parameters

Pump efficiency

Turbine efficiency

Main oxidizer valve

resistance

Turbine flow coefficient

• Total of 64 Independent loads

Figure 6.
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Validation and Verification

Validation and verification of the CLS expert system are essential to the success of the

project. Validation of the correctness of the three Implemented probabilistic methods and
various models was carried out with makeup sample cases. The results of the case studies

show that the three probabilistic methods (the Gaussian moment method, the RASCAL and
the Monte Carlo method) and the various models perform as expected.

Verification of the CLS engine influence model and uncertain independent variables was

performed by comparing the CLS results with those of the deterministic limit study of inde-
pendent variables using measured data. Table 1 lists the results of the limit study. The results
calculated by CLS agree with these results except those for the pump cavitation. Further !n-

vestigation is in progress to improve our model. Verification of the load calculation was also
performed by comparing the CLS calculations with the 10 second averaged database from the
flight data and test data. In this study, only the effects of the following rive independent vari-
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ables were considered: the commanded mixture ratio, the fuel inlet pressure, the oxidizer in-
let pressure, the fuel inlet temperature and the oxidizer inlet temperature. A few of the results
are presented here. Figure 9 shows the calculated cumulative dlstril_ution functions (CDFs)
for the LOX mass flowrate by the RASCAL method and the Monte Carlo method together
with the engine flight and test data. Figure 10 presents the result for the high-pressure oxidiz-
er turbine (HPOT) discharge temperature. In all cases, the calculated CDFs fit well or close to
the engine flight data and not very well with the test data. This is to be expected because the
five independent variables have significant effects on engine _erformance, whereas the en-
gine hardware parameters are dominant during tests whose ertects were not included in the
calculation. These engine-to-engine variation effects are apparent from the step shift in the
CDFs of the test data.

V. Summary

The development of the CLS technology is evolving. The composite loads synthesized by
CLS have been successfull) at_plied to the probabilistic structural analyses of the SSME tur-
bine blade, the HPOTP disclmrge duct and the LOX post. The knowledge-based system
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approach has provided an ideal environment for incremental development and modulariza-
t_on of the CLS system.

The intelligent database format has provided the crucial link between the engineering
data and information and the decision tree inferencing. Most importantly, the knowledge and
expertise of the Rocketdyne engineers on space propulsion system design, operation and
analysis have made this a feasible research project.

The CLS expert system requires further development in areas such as making the CLS
expert system more user friendly and making it a tutorial system that provides guidance to
engineers in load synthesis.

The CLS has advanced the technology of the space propulsion system probabilistic load
simulation. Correlation field approach is developed and bemg tested. Deeper understanding
of engine flight and test data is evolving from the project. We are looking forward to more
applications of the CLS technology to the probabihstic structural analysis, the structural reli-
ability evaluation and life prediction of the space propulsion system components.
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